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Vol. 14   No.9 September 2010 

President- Bill Mckeel       Vice Pres-Dick Hoffman        Sec’y/PR Dir-Paul Hilchey       Treasurer-Ken Mack 

Next Meeting - Thursday, Sept 2 

7 PM Yacht Club 

Toys for Tots kickoff w/Sheriff Guider 
Video - Hand Plane Tune Up  

 

 

  
 
Bruce Brown of Knoxville shares techniques for making his 
Laminate Rocking Chair. The signature side profile was 
inspired by his father’s business logo. 
 
Bruce explained his lamination techniques, gluing process 
and finishing.  
 
For more information on Bruce’s chairs Google “Bruce 
Brown chairs” 
 

 

 

 

 

 

 September 

Toys for Tots Kickoff 

Hand Plane TuneUp 

PICNIC - Sept 8 4PM Beach 

November 

Field visit A&M Wood 

Supply 

October 

Tool Swap  

August Meeting in Review 

The Annual Picnic on Sept. 8 at 4 PM - Tugaloo 

Beach Pavilion. will feature Belt Sander Drag Races & 

Tape Measure Buggy Races.  

       

BELT SANDER RACING - Dress up your sander, and compete 

for a prize… if it’s fast enough. This will be a really fun event. 

Also..... 

TAPE  MEASURE RACING - Make a carrying vehicle that will 

carry your fastest 25 foot tape measure. The vehicle must fit 

into our 8” track. The first vehicle carrying your tape (no solo 

tapes please) across the finish line will win a prize in this event.  

 

SEE RULES PAGE 5  

 

   December 

Toys for Tots Christmas Gala 

Community Church 

Woodturning Expo at Smoky Mountain 

Visitors Center 
 Friday August 27 & Friday September 10 

Monte Walker & Roy Lindsey 
    For More Info 865-448-6134 
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Mentoring & Skills Development  

 

                  
 

 

 

 

 
 
 

Show & Tell 

 

           
 

 

 

                                               
 

 

 

Dick Hoffman, shares his turning skills 

with Rick Mannarino, as they create 

several cherry bowls with inlays. 

 

Bob Jones shares his Shell building  (21ô 

Skulling kit) expertise with apprentices 

Tom Borloglou and Rick Mannarino. 

After 2+ months, sheôs about ready for 

her baptism in Tellico Lake!! 

Jerry Jeffreyôs jewelry box personalized 

for his son from Wood off Grandparents 

farm. To be presented at Family Reunion 

Dick Hoffmannôs - Inlaid Bowls 

and Vase 

 

Bill Mckeelôs - Napkin Rings  

 

Wes McNeal - getting a jump 

on his Toys for Tots Cradle 

New Member ï Paul Sivak shows his 

hand made cigar box guitar 
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QUIETING YOUR CYCLONE DUST COLLECTOR 

By Dave Breen (Winner of this Monthôs Newsletter Cup) 
 

After installing a dust collector (similar to the one shown in issue 198, page 58) to protect my lungs, I had to make some 
changes to protect my ears.  I reduced the noise level from 90 DBA to 64 DBA with the project described below. 
 

 
 
My solution:  A low cost cabinet that blocks noise but allows easy access to the dust collector.  Rather than use expensive 
materials that were designed for the noise reduction industry, I used common building materials.  I needed all panels to be 
heavy, available and inexpensive.  Here are some of the materials I considered. 
 

MATERIAL   APPROX. WEIGHT PER SQUARE FOOT 

½” Wallboard 2.0 

½” Particle Board 2.0 

¾” Particle Board 3.0 

½” OSB (Oriented Strand Board) 1.6 

19/32” OSB 2.1 

½” Plywood 1.6 

¾” Plywood 2.3 

½” MDF 2.5 

¾” MDF 3.75 

 
The top choice was 1/2” wallboard but I was making the cabinet right after Hurricane Katrina occurred and the price of 
wallboard was very high.  Finally, Home Depot ran a sale on 19/32 OSB so that is what I used. 
 
Then, my design had to allow for easy access, air flow, and of course, noise reduction.  Here is a top view sketch. 
 

 
 
Building an enclosure using only solid material will not noticeably reduce the noise.  The sound waves inside the cabinet 
will reflect off the walls and amplify so that the noise level outside of the cabinet will still be loud.  Therefore the noise must 
be absorbed rather than reflected.  To accomplish this, I lined the cabinet with inexpensive fiberglass insulation.  On the 
walls, I placed R-13 household insulation with the paper toward the outside. On the doors, I found some 1” thick fiber that 
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is used for stuffing quilts.  Expensive foam materials are made especially for noise reduction duty but they are only a little 
more effective than common household products. 
 
To allow air to escape from the cabinet quietly, I used a “labyrinth seal”.  Air must travel a circuitous path to get out of the 
cabinet.  Sound waves are absorbed and do not accompany the air. 
 
For easy access, I fabricated folding doors that when open allow full access to the cabinet.  The heavy duty hardware for 
the doors was from Johnson Hardware.  (www.johnsonhardware.com). Their 200FD series will support panels up to 125 
lbs. each. The door panels use common 2 x 4s for the stiles and rails and 19/32 OSB for inserted panels.  To dress them 
up, I also used some ¼” plywood.  Then I finished the doors with Deft.  As heavy as the doors are, they glide open and 
closed smoothly and easily. 
 
Here are some pictures of the cabinet. 

                                     
 
 
 
 
 
 
Lastly, here is a picture of a left over 2 x 4 rail like the ones used on the doors. The slot accommodates sandwiched 19/32 
OSB and ¼” plywood. 

 
 
For any comments or questions, please call or e-mail me. 
 
David Breen 
dmbreen@charter.net 
865-408-0778 

 

 

 

 

 

Doors are shown partially open. Note the extension hose on 
the bottom of the cyclone to accommodate its raised height.  
This is a 9” dia. clear hose from Oneida industries.  It allows 
me to roll the dust container out easily.  Yellow R-13 insulation 
can be seen behind the dust collector.  

 

Doors closed, carpet on doors helps seal 
bottom.             
Doors are 8’ high, Cabinet is 10’- 4” high. 

mailto:dmbreen@charter.net
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Tellico Village Woodworkers Club (TVWC)  
 
Tape Measure Racing Rules & Regulations                                               
 
Tape Measure Requirements   
All Tape Measures must measure no more that 25’ long. 
Tape Measures must be in original factory condition and 
must not be modified in any manner. 
 
Stock Class Guidelines  
All contestants must mount their Tape Measure on a self 
designed carrying vehicle in order to participate in the 
racing contest.   
The racing vehicle may be no longer than 12”. 
Track guides and wheelie bars or “out rigging is 
permitted. 

 
Courses  
All races will be run on an 8” wide track  

The track is 20 feet long. 
The Tape Measures race side-by-side on a drag strip 
track. 
The track side walls are 3.5” high. 

 
Race Particulars  

The TVWC reserves the right to determine entry 
acceptance and race eligibility. 
Each racer is responsible for the setup of their Tape 
Measure and vehicle. 
False Starts: Two false starts and your disqualified. 
False starts will be defined as follows: 1. Moving 
across the starting line too early 

                2. The Tape Measure end clip slips from its 
holding position. 
                3. Tape Measure and carrying vehicle jumps 
off the track before finish line. 
The front of the carrying vehicle crossing the finish line 
first determines the winner. 

Disputed races may be re-run at the discretion of the 
TVWC 
Awards shall be determined by the judges and the 
TVWC 

 
Awards  
1st & 2nd place 
Best designed carrying vehicle. 
 

 
Tellico Village Woodworkers Club (TVWC)                
Belt Sander Racing Rules & Regulations              
                            
Sander Requirements  
All  sanders must run on standard 110V. power 
The Belt Sander must be a standard product 
manufactured by a conventional power tool company. 
All sanders must be use an unmodified factory 
manufactured (stock) sanding belt.   Sanding grit is 
optional. 
 Sanders cannot be more than 24” in length. 
 Track guides and wheelie bars or “outrigging" is 
permitted. 
 
Stock Class Guidelines  
No modifications or substitutions may be made to the 
electrical or mechanical components. 
Non-functional decorations are allowed and encouraged 
-dress’em up. 
  
Courses  
All races will be run on an 8” wide track 
The track is 40 feet long. 
The Sanders race side-by-side on a drag strip track. 
The track side walls are 3.5” high. 
 
Race Particulars  
The TVWC reserves the right to determine entry 
acceptance and race eligibility. 
Each racer is responsible for the setup of their Belt 
Sander including power cord hookup. 
False Starts: Two false starts and your disqualified. 
False starts will be defined as follows: 1. Moving across 
the starting line too early 
               2. No power to the Belt Sander at the start 
               3. Sander jumps off the track before finish line. 
Disputed races may be re-run at the discretion of the 
TVWC 
Awards shall be determined by the judges and the 
TVWC 
 
Awards  
1st & 2nd place 
Best decorated sander. 

 

 
 

Attention Pacemaker Users 
Now that we have custom nametags, we hope all our members will use them.  However, those 

individuals who use pacemakers should take special care.  Since the nametag clasp is 

magnetic, it may interfere with the pacemaker. 


